
20 hour rate  0.375A 7.5AH

6.75AH
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4.5AH

Discharge characteristic
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Capacity after 3 month

Capacity after 12month

Capacity affected
by temperature

112.5A

Constant
voltage
charge

Cycle

Standby

Initial Charging Current 2.25A
14.4V 15V at 25 F770

Note:Discharge shall be cut-off at 10.5V if discharge at
1C and at 9.6V if at 1A CA

Capacity
25 77 F0

13.5V 13.8V 77at 25 F0

Self-discharge at
25 77 F

Before recharge

0

40 F1040

25 F770

0 F320

-15 F50

Dimensions(mm)

Nominal voltage 12V

Rated Capacity (20 HR) 7.5AH

Terminal

Charge

Discharge

Storage

Standard

Operation Temperature

0 (32 F) 40 (1040 0F)

-20 (-4 F) 50 (1220 0F)

-20 (-4 F) 40 (1040 0F)

Optional

Battery Voltage(V)
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It is recommended to recharge battery by constant-voltage
charge immediately after use
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Stand Cover
With stand terminal

Optional Terminal
(H cover) has crew
studs and with optional
terminals

''

351.00 216.00 163.00 132.00 91.00 53.50 30.50 21.50 14.00 8.10

355.00 220.00 164.50 135.50 93.50 56.50 32.10 23.70 15.50 8.50

357.00 221.00 166.00 137.00 95.00 58.00 32.60 24.10 15.80 8.80

359.00 223.00 168.00 139.00 97.00 60.00 33.40 24.50 16.10 9.00

360.00 224.00 169.00 140.00 98.00 61.00 34.30 25.00 16.50 9.20

180 300 60020 30 60 1205 10 15

1hour rate   4.5A

1.65A

33.81 18.98 13.85 12.94 8.90 4.50 3.06 1.65 1.20 0.67

33.43 18.57 13.24 12.57 8.67 4.20 2.92 1.53 1.12 0.59

2.3kg

10 hour rate    0.675A

5 hour rate    1.20A

34.28 19.33 15.00 13.33 9.33 5.21 3.28 2.01 1.46 0.88

34.19 19.23 14.75 13.23 9.23 4.95 3.15 1.92 1.37 0.81

34.00 19.04 14.24 13.05 9.05 4.73 3.10 1.81 1.29 0.74

Max discharge current for 5 seconds

F2-TAB250 A

SpecificationDMU 12-7.5 (12V7.5AH)
Maintenance-Free Rechargeable Sealed Lead-Acid Battery

Sole Distributor: Unicol Bangladesh (URL: www.unicolbd.com)

UPS
Toys
Power tools
Medical Equipment
Control Equipment
Communication Equipment
Alarm and security system

Application

Approx Weight

Constant Current (Amp) and Constant Power (Watt) DischargeTable at 25oC(77oF)

DMU 12-7.5 (12V7.5AH)
DMU12-7.5

Non-S pillable

S ealed R ec hargeable B attery

(12V 7.5A H/20HR )

F OR UP S

CE
MH25408

Pb.

Constant Voltage Charge

Cycle use	 :  14.4-15.0V

Standby use	:  13.5-13.8V

Initial current	: Iess than 2.25A

DO NOT SHORT CIRCUIT

RECHARGE AFTER USE

~ New Technology ~

SOLE DISTRIBUTOE :-

UNICOL BANGLADESH

SEALED LEAD BATTERY

MUST BE RECYCLED OR

DISPOSED OF PROPERLY

Pb.


